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APl 610 9th EDITION ONE-STAGE DOUBLE-SUCTION PUMP (BB2)
For clear, toxic, corrosive, flammable, hot liquids ExJl Ensival Moret

77 |
A Moret Industries Companv

®Construction:

e Construction comply with AP1 610 9th edition

eBetween bearing construction

e Centerline-mounted casing

oBACK PULL-OUT design: dismantling without
disturbing the piping or the motor

eHeavy duty construction with rigid shaft

eFlanges according to specifications

e Two rolling element bearings, oil lubricated with
constant level oiler

e Thrust bearing with double ball bearing angular
contact 7000 series

o Closed double-suction impeller with removable
wear ring

eSealing according to API 682

eExcellent efficiency

el ow NPSH characteristics
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®Standard materials:

eAccording to API standard S6, C6, A8, D1 ...

o Other materials upon request
®Industries:

@Oil industry
ePetrochemical industry
oOffshore

Hmt (m)
300

®Performances:

eCapacity : up to 2500 m3/h or 11000 USgpm

eTotal head : up to 280 m or 920 ft

eMaximum operating pressure : up to 60 bar or
850 PSI

e Temperature operating range : from -90 to 425°C
or -130 to 800°F

eMaximum speed : 3,600 rpm at 60 Hz

eHigher capacity and pressure upon request
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